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MTV 1100  

SPECIFICATION – MTV 1100
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LOA



:  11.0 M

BEAM



:  5.920 M

DRAUGHT


:  0.50 M

WEIGHT



: 5500 KG 

          
HORSEPOWER


: 2 X 60 HP Yamaha Four stroke outboard engines.

Max estimated design speed
: 16.0 knots

Estimated Cruising speed

: 15 knots

Capacity



: Seating for 18 pax + crew

Range



: 180 n/m

Fuel Capacity


: 2 x 200 liter

Fresh Water Capacity

: 2 x 300 liter

Auxiliary Generator

: 240 volt generator –3.5 - 4.5 KVA.
Construction
The general construction of the hull, deck & other structures will consist of glass laminated glass fiber with DIAB or equivalent foam core composite structure.

The structures will be designed engineered by DIAB composite engineers & in consultation with Albatross Marine Architects to meet ISO or equivalent standards suitable for craft of this design.

The exterior finish will be a White gel coat to 500 micron thickness, followed by 4 layers of fiberglass mat saturated with polyester resin, then a 15 mm H80 density PVC foam core vacuum bonded to the laminate. A further 3 layers of glass will reinforce the foam core

The hull below the water line will be solid fiberglass laminate.  Structural & cosmetic bulkheads will be a foam core construction as specified.

The deck, hard top & furniture will be white finish gel coat with composite core construction in polyester resin & fiberglass matt, with integral non skid design as required on the deck surfaces.

Bilge space will finished in grey Flow coat material, all equipment or plant rooms will be finished in a flow coat finish. Head & shower space will have a molded white gel coat finish other accommodation space interior finishes are yet is to be confirmed.
All deck equipment fittings will bedded in marine grade sealants & fixed with marine grade stainless steel fastenings as required.

Stainless steel will be 304 grades with 308 welded joins polished to mirror finish.

STANDARD EQUIPMENT

Deck /Cockpit

Molded non skid deck surfaces
· Molded seating for 18 in saloon area
· High density foam cushions with covers 8 pieces
· 4 x molded tables with removable legs, in alloy bases.
· External seating for 10 foldable stainless steel frames with timber slates
· Nylon UV resistant trampoline to bow area
· Alloy swimming /beaching stairs with raising & lowering system via anchor winch.
· Dedicated anchor locker on fore deck

· Anchor winch –Quick   Hector 1500 – horizontal anchor winch
· 2 x Lewmar 500 x 500 deck hatches forward

· 2 x Lewmar 450 x 450 deck hatches to aft bilge spaces

· 450 x 450 inspection & access hatches to watertight bulkheads

· 6 x 200 mm ‘horn’ cleats stainless steel
· Stainless steel guardrail & handrails as per drawing – 25 mm diameter 304 grade polished tube with polish weld joins
· 4 x ‘tear drop’ port lights in hull at forward cabins & aft storage spaces
· Molded foam core hard top 

· Flag staff on hard top
· 2 x stainless steel retractable swimming ladders aft
Mechanical, Console
· 2 x 60 horse power Yamaha FCETL outboards with OEM instrumentation & alarms.
· Electronic RPM, Trim, overheat alarm display.
· OEM horizontal mounted gear shift with power trim

· Morse Teleflex cables to gear shifter & throttle control
· Teleflex hydraulic steering system with polyurethane wheel. Dual hydraulic system with fluid link Sea star part # 2910212.
· 2 x Ceredi 200 liter roto molded fuel tanks with vents & pickups size 1200x640x 370mm.
· 2 x Primary fuel filters installed in wet well. Part # 200478
· 2 x Deck fillers with integral vents petrol Perko part # 401966
· 1 X Deck filler with integral vent genset fuel supply diesel

· 1 x 90 liter roto molded plastic diesel tank size 789 x765 x 275 h.

· Composite console with recessed instrumentation installation

· Helmsman chair adjustable ‘flip up style’ back rest whilst standing

Electrical

· Tinned marine grade copper wire throughout

· 12 gang fused electrical switch panel BEP Part 113150
· 2 x 120 a/h AC Delco marine engine start batteries
· 2 x 200 Low maintenance sealed house batteries

· Battery isolation system for twin outboard with voltage regulator BEP part # 113682
· Shore power connection – 

· Battery charger 60 amp Quick SBC 700

· Generator/shore power distribution switching

· Navigation lights Port Starboard LED bulbs, Mast head Anchor light LED bulbs separately fused.
· Electric horn

· 12 x exterior halogen lights in hard top
· 10 x Courtesy lights floor level

· 8 x Interior hull lights general purpose

· 6 x Underwater lights Blue lens 2 x inboard, 4 outboard.
· 2 x 12 volt deck flood lights aft

· 1 x deck flood light forward.

· Helmsman compass with light
· 4.5 kva 240 volt Generator in sound shell installed in a dedicated ventilated machine space port side. 
· Generator engine room blower

· Solar Vent to head space
Plumbing

· 2 x 12 volt Whale automatic water pressure pumps with pressure tanks

· Quick connect plumbing system cold water only.
· 2 x 200 liter tanks integral in hull structure
· Hand basin & Tap to head

· Hand basin & Tap for external use on deck

· Sink & tap to galley

· Deck shower exterior 2 units Whale swim-N- rinse type
· Shower to head 1

· 1 x grey water holding tank & pump to head 120 liter roto molded tank with discharge pump.
· 1 x Electric marine head with plumbing – Luxury type.
· All hose sanitary quality double clipped where possible.

· 1 x Auto San sewerage treatment system 80 liter commercial cassette unit
· Electrical bilge 2 x 1000 Gph Attwood 1700 on float switches with operation lamp at helm on auto switch circuit.
· Manual bilge pump 2 x 12 Gpm to each hull

· Electric hi water bilge alarm to main compartment

· Limber hole system throughout bilge except for fuel compartments.
Galley

· Large double bowl stainless steel sink with facet
· 1 x ISO therm 381718 200 liter chest refrigerators ,12/ 240 volt

· 1 x built in insulated ice box to bench top 600 x 600 x 600
· Formica bench tops 

· Storage for crockery, cutlery, glass ware.
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Built by :
JG CHALLENGE SDN. BHD.

(JGBOATS)

Lot 2395, Jalan Kisap, 07000 Kuah, 07000 Kuah Langkawi, Malaysia.

Phone : 04-967 1202  Fax : 04-967 2202

Email : info@jgboats.com   Website : www.jgboats.com
Designed by :
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